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The Official Newsletter of Brauers Aviators

Volume XX Issue 234
AMA Club Charter Number 1612
December 2008

Club Meetings are held the Third Thursday of every month at Brauers tavern, Route 270 (Campbell Blvd.) Pendleton, NY.

HAPPY HOLIDAYS!!!    The Holiday Party will be on Thursday December 18th at 6:00 PM.   HAPPY HOLIDAYS!!!
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Newsletter Email

If you can accept a Microsoft Word doc, please consider getting your newsletter via email.  Send an email to Brauers_aviators@yahoo.com to sign up.


2009 Renewal forms
If you haven’t renewed for 2009, please do so before December 31st, 2008.  It is necessary that you fill out the application and return the application with your dues.  We MUST have the completed application and dues for you to be a member.  If you need a new application, please contact either Dan Yaeger or Glenn Topolski.
Cartoons

From the 1995 Warped Wings Calendar by Bob Zimmerman
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How to Adjust a Two-Needle Carburetor

From the Spirit of St. Louis R/C Flying Club, St. Charles, Missouri 

 
Typically, carburetors come from the factory close to being preset. If you have torn down your carburetor for a thorough cleaning and examination, or you just want it to run right, here’s a good starting point.

With the throttle barrel in the full open position, close the high-speed needles until it stops. Then, back it out three turns. Now, with the throttle barrel almost closed, do the same thing with the idle mixture screw. This is your baseline.

Some carburetors have a throttle-stop screw. Usually we set these so the air hole in the carburetor barrel completely closes off at full low throttle trim. When adjusting some idle mixture screws, the carburetor barrel wants to rotate and get pushed inward, making it a little difficult to get a good setting. All you have to do is lock the throttle arm so it cannot rotate or go in while you are adjusting the idle mixture screw.

Here are 10 steps for setting up almost any two-needle carburetor:

1. Start the engine and go to full power.

2. Set the high-speed needle to maximum power and back off about ¼ to ½ turn.

3. Go back to as low an idle as you can achieve.

4. Turn the idle mixture screw until the engine stops. While the engine is off, back the idle screw out ½ to ¾ turn.

5. Restart the engine at idle.

6. The engine should be idling pretty well. 

7. Reset the high-speed needle to maximum rpm and back off 200-300 rpm.

8. Return to idle and let the engine idle for about 15 seconds.

9. Quickly move the throttle to full power and listen to the transition from idle to full power. If it instantly goes to full power, you are finished.

10. If it hesitates or sags a little, it is still too lean. Back out just ¼ turn. Repeat step 9.

When you are finished, at about ½-trim setting, you should be getting a good fast idle at high-throttle trim. You should be able to shut the engine off at full low-idle trim. That’s all there is to it!
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