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Club Meetings are held the Third Thursday of every month at Brauers tavern, Route 270 (Campbell Blvd.) Pendleton, NY.

NO MEETING THIS MONTH. 
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Newsletter Email

If you can accept a Microsoft Word doc, please consider getting your newsletter via email.  Send an email to Brauers_aviators@yahoo.com to sign up.


No meeting this month

We do not have formal meetings during the months of July and August.  Go out and fly!  
Work Detail - Thanks

Thanks go out to the following people for showing up for the work detail.  Thanks to Glenn Topolski, Dan Yaeger, Warren Bath, Warren Debuke, Bill Browning, Joe Swarez and son, and Mike Campbell.  Special thanks to Jim Diermyer for the use of his tractor to begin moving the stone.  If I left anyone out of the list, I apologize.   
Membership Limit

The membership limit has been increased to 70 by a unanimous vote of the members at the June meeting.    
Tips and tricks

From the AMA Insider

Captured on Tape

Before cutting steel control cable, wrap it tightly with masking tape to prevent the strands from unraveling as you cut. It makes it easier to solder into a threaded push rod end too. Remember to wear safety goggles.

Paper Circles
Use a paper punch to cut out little circles of gummed paper. Stick these pieces to the backside of firewall blind nuts. Once you do this, you can fuel proof the tank compartment with resin without fouling the threads of the blind nuts.

Pellon
Fabric stores sell a product known as “pellon.” This can be used for general reinforcement and is especially good for wing center sections. Be careful when you do apply it as it does have grain and should be applied in the direction that affords maximum strength.

Firewall Gasket

Where you have a screwed-on, removable firewall/motor mount, oil seepage can occur. RV suppliers have flexible “putty tape” that can be hand-formed into a squishable, removable gasket. Silly Putty might also work.

Custom Trim Sealer
Cut the ends of large aluminum rain gutter nails. Then bend, file, and polish the resulting “rods” to make custom trim-sealer tools that can be inserted into your Top Flite trim- sealing iron.

 Push Rods

Did you ever go through all the trouble to make up your control surface push rods only to find at installation that they were a quarter inch too short? Try this easy way to get the lengths just right. Tie a string to the control horn on the control surface. Drop the free end of the string through the fuselage. With the control surface in neutral position, tie the other end of the string to the servo arm. Cut off the excess string at both tie points. Now, cut the string at the ties and what you end up with is a piece of string that is the exact length of the push rod you will need to fabricate.

Easy Mount Cowl

To prevent cowl screws from crushing balsa, drill a large hole through each side of the cowl. Drill holes through two dowels to make wooden brushings (if you are able, use a lathe). Finally, glue in the now suitable diameter hardwood brushings. The screws can be driven into the engine bearers.

—Taken from the Talon Tales newsletter, Schoolcraft, Michigan (collected from various sources) 
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